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SLIDING DOOR SYSTEM
ASL 250 SERIES

Key Features

Quality Componentry 

Highly efficient long life and high torque brush-less
DC motor alongside an intelligent microprocessor.
that automatically detects door weight and adjusts
accordingly to ensure smooth door operation. 

Unparalleled safety 

Obstruction sensitivity 
Dedicated fire trip input 
wide range of safety detection sensor
options available 

Easy To Customize

Each door controller comes standard with a
wide range of inputs and outputs without
the need for any additional interface boards.

GET IN TOUCH
Unit 8, 63 Norman St 
Peakhurst NSW, 2210www.talbotautodoors.com.au

The Talbot ASL 250 series sliding door system has been engineered
for reliability and advanced performance in demanding
environments. From industrial facilities to bustling retail spaces,
experience seamless access for all users with unmatched durability
and advanced technology.

The ASL250 system features and advanced
control system that quickly and accurately
detects door size and weight. This ensures
smooth operation by automatically adjusting
parameters for optimal performance.
Obstruction sensitivity - if when closing it meets
an obstruction the doors will automatically re-
open. When the power is off, the doors are
easily manually opened or closed. 
Each system comes standard with a dedicated
normally closed fire trip signal input as we as
compatibility with a wide range of access
control systems 
A removable sliding rail within the track allows
for replacement throughout the life of the door.
This greatly extends the total lifespan of the
door system. 



Manual open/ close force  

Technical Specifications Door Configurations 

the ASL250 is designed for both aluminum framed and
frame-less glass door leaves up to 3000mm wide. 

Operation modes:
Auto - Sensor access inside and outside 
Open - Door hold open function
Half - Same function as auto but only half open 
Exit - Outside sensor disables, inside sensor functions 
Lock - Door locked
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Max door leaf weight 

Power Voltage 

Opening Speed  

Closing Speed   

Door hold open time    

Motor   

Noise

Working Temperature

Accreditation 

Warranty

AC 240v  50-60Hz

DC24v - 100w 

300Kg Per Leaf  

<100N  

300 - 550mm/s 

200 - 550mm/s 

0 - 10 s  

55Db or less

-20C to 50c 

NATA - 1 Million Cycles

Up to 5 Years *
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Single Slide Bi-Parting

Hurstville, NSW 
Residential apartments 

Manly, NSW
The Manly Club 

Emerald, QLD 
Emerald Airport


